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FOR HELP OR ADVISE ON THIS PRODUCT PLEASE CONTACT YOUR DISTRIBUTOR, 

OR SIP DIRECTLY ON: 

TEL: 01509500400 

EMAIL: sales@sip-group.com or technical@sip-group.com 

www.sip-group.com 

 

Ref: 270913 

 

Please dispose of packaging for the product in a responsible     

manner. It is suitable for recycling. Help to protect the               

environment, take the packaging to the local amenity tip 

and place into the appropriate recycling bin. 
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750lbs Engine Stand 

Please read and fully understand the instructions in this manual 

before operation. Keep this manual safe for future reference. 

03681 
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Declaration of Conformity 
 

We 

 

SIP (Industrial Products) Ltd 

Gelders Hall Road 
Shepshed 

Loughborough 

Leicestershire 

LE12 9NH 

England 

 
As the manufacturer's authorised representative within the EC 

declare that the 

 

 750lbs Engine Stand - SIP Pt. No. 03681 
 

 

 

Conforms to the requirements of the following directive(s), as indicated. 

   2006/42/EC  Machinery Directive 

    

And the relevant harmonised standard(s), including: 

 

EN ISO 12100-1:2003+A1:2009 

EN ISO 12100-2:2003+A1:2009 
EN 14121-1:2007 

Signed: …………………………………... 

Mr P. Ippaso - Managing Director - SIP (Industrial Products) Ltd 

Date: 01/04/2010. 

  DECLARATION OF CONFORMITY 
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  SAFETY SYMBOLS USED THROUGHOUT THIS MANUAL 

Danger / Caution: Indicates risk of personal injury and/or the possibility of 

damage. 

Note: Supplementary information. 

  SAFETY INSTRUCTIONS  

IMPORTANT:  Please read the following instructions carefully, failure to do 

so could lead to serious personal injury and / or damage to the engine 

stand. 

When using the engine stand, basic safety precautions should always be followed to 

reduce the risk of personal injury.  

Read all these instructions before operating the engine stand and save this user man-

ual for future reference. 

The engine stand should not be modified or used for any application other than that 

for which it was designed.  

 

This engine stand is designed to safely support a rated capacity engine, whilst the en-

gine is being rebuilt or repaired. 

 

If you are unsure of its relative applications do not hesitate to contact us and we will 

be more than happy to advise you. 

 

KNOW YOUR ENGINE STAND: Read and understand the labels affixed to the engine 

stand. Learn its applications and limitations, as well as the potential hazards specific to 

it. 

KEEP WORK AREA CLEAN AND WELL LIT: Cluttered and/or dark areas invite accidents. 

Floors must not be slippery due to oil, water, etc. 

KEEP CHILDREN AND UNTRAINED PERSONNEL AWAY FROM THE WORK AREA: All visitors 

should be kept at a safe distance from the work area. 

STORE THE ENGINE STAND SAFELY WHEN NOT IN USE: The engine stand should be stored 

in a dry location and out of the reach of children. 

WEAR THE CORRECT CLOTHING: Do not wear loose clothing, neckties, rings, bracelets, 

or other jewellery, which may get caught in moving parts. Non-slip footwear is recom-
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  PARTS LIST 

Ref. No. Description SIP Part No. 

1. Vertical frame HY02-00015 

2. Handle HY02-00016 

3. Rear frame HY02-00017 

4. Rear wheel HY02-00018 

5. Split pin HY02-00019 

6. Bolt M12x80 HY02-00020 

7. Front castor HY02-00021 

8. Washer M12 HY02-00002 

9. Spring washer M12 HY02-00022 

10. Nut M12 HY02-00023 

11. Front frame HY02-00024 

12. Bolt M14x60 HY02-00025 

13. Washer M14 HY02-00026 

14. Mounting arm HY02-00027 

15. Mounting plate HY02-00028 

16. Nut M14 HY02-00029 

17. Locking pin HY02-00030 
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  EXPLODED DRAWING 
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  SAFETY INSTRUCTIONS….cont 

mended. Wear protective hair covering to contain long hair. Roll long sleeves up 

above the elbow. 

STAY ALERT: Always watch what you are doing and use common sense. Do not use the 

engine stand when you are tired or under the influence of alcohol or drugs. 

CHECK FOR DAMAGED PARTS: Before every use of the engine stand, check that no 

parts are damaged and carefully check to determine that it will operate correctly and 

perform its intended function. Check for alignment of moving parts, free running of 

moving parts, breakage of parts and any other conditions that may affect its opera-

tion. Parts that are damaged should be correctly repaired or replaced by an author-

ised service centre unless otherwise indicated. Do not use the engine stand if any 

parts are damaged or not functioning correctly. 

USE THE RIGHT TOOL: Do not use the engine stand to do a job for which it was not de-

signed.  

DO NOT OVERREACH: Keep proper footing and balance at all times. 

USE ONLY RECOMMENDED ACCESSORIES: Consult your distributor or SIP directly for rec-

ommended accessories. Follow the instructions that accompany the accessories. The 

use of improper accessories may cause hazards and will invalidate any warranty you 

may have. 

DO NOT exceed the rated 750lbs capacity.  

Use only on a hard and level surface. 

DO NOT modify or use non genuine parts.  

Lock the mounting plate rotating mechanism before applying the load. 

Ensure the engine is cantered and secured to the mounting plate, an off centre 

load may cause the engine to rotate unexpectedly and cause the stand to tip 

over. 

Do not use the device for any purpose other than that for which it was designed 

for. 

NEVER work directly under a supported engine. 

NEVER use the engine stand with cracked or damaged wheels, castor, etc. have 

them replaced before using the engine stand. 

Refer to the engine manufacturer to ensure the engine stand is compatible be-

fore use, SIP will not be held liable for any damage occurred due to improper use 

or incorrect fitting. 

Failure to follow any of these instructions may result in personal injury or property 

damage. 

CAUTION: The warnings and cautions mentioned can not cover all possible conditions and 

situations that may occur. It must be understood by the operator that common sense and 

caution are factors which cannot be built into this product, but must be applied. 
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  GUARANTEE 

This SIP engine stand is covered by a 12 month parts and labour warranty covering 

failure due to manufacturers defects. This does not cover failure due to misuse or op-

erating the engine stand outside the scope of this manual - any claims deemed to 

be outside the scope of the warranty may be subject to charges Including, but not 

limited to parts, labour and carriage costs.  

 

This guarantee does not cover consumables such as wheels, castor, etc. 

 

In the unlikely event of warranty claims, contact your distributor as soon as possible. 

Proof of purchase will be required before any warranty can be honoured. 

Note: Proof of purchase will be required before any warranty can be hon-

oured. 

  GETTING TO KNOW YOUR ENGINE STAND 

A 

B 

C 

D 

E 

F 

G 

H 

Ref. Description Ref. Description 

A Mounting arm E Rear wheel 

B Vertical stand F Rear stand 

C Front stand G Mounting plate 

D Front castor H Handle 
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  OPERATING INSTRUCTIONS 

Do not use if broken, bent, cracked, or damaged parts are noted. Any engine stand 

that appears damaged in any way, operates abnormally or is missing parts, shall be 

removed from service immediately. If you suspect that the engine stand was subject-

ed to a shock load (a load dropped suddenly, unexpectedly upon it), immediately 

discontinue use until it has been checked by a factory authorized service centre 

(contact your distributor). It is recommended that an annual inspection be done by 

qualified personnel.  

  MAINTENANCE 

Periodically inspect the mounting arms and plate. 

Ensure all parts move freely. 

Lubricate the wheels and castor periodically.   

To help prevent rust, wipe clean after each use, If rust appears then sand affected 

area and cover with rust protection. 

Store the engine stand in a clean, dry environment, this will help prevent rust and 

corrosion. 

CAUTION: Always verify that the product and the application are compati-

ble. Never load the engine stand with an engine that extends beyond the 

capabilities of the engine stand.  

Align the engine with the stand, adjust the mounting arms to match the engine 

housing mounting bolt holes and then tighten all the bolts on the mounting arms. 

The rotational lock must be secured by the pin before attaching the engine, care-

fully secure the engine so that load is centred on the stand, secure with high 

strength stud bolts and washers, always ensure the threads are compatible with 

your engine and use washers on both sides of the mounting plate arm.  

Slot the handle through the hole on the rear of the mounting plate, to rotate the 

engine, slowly and carefully release the locking pin, use the supplied handle to 

rotate, then secure by refitting the locking pin. 

Check to ensure the stand is secure before working on or around the stand.  

CAUTION: Never work under a loaded engine stand.  

Note: Refer to the engine manufacturer to ensure it is compatible before 

use, SIP will not be held liable for any damage occurred due to improper 

use or incorrectly fitted. 


