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Important: Read and understand all the safety 
instructions listed in this manual before attempting  
to assemble this product.
Important: Ensure all bolts and screws are only FINGER 
TIGHT until assembly is complete. Then tighten all 
fixtures securely. 

7.1 Assemble the Legs

1 Fig.

2 Fig.

1.	 Arrange the left (2) and right (7) leg assemblies  
so that the diagonal braces (2.1) and (7.1) are on  
the inside.

2.	 Connect the left leg assembly (2) to the right leg 
assembly (7) with cross braces (1) and (8) using 
fixings (11) – the eight M6 x 44 screws, washers and 
10mm nuts.

Note: A No.2 cross slot screwdriver and 10mm spanner 
are required.

7.2	 Clamp Rails

3 Fig.

Both clamp rails (4) are identical.

1.	 Slot the clamp rail (4) over the top of a front and rear 
leg so the clamp handle (3) is at the front.

2.	 Align the holes in the leg with the clamp rail and 
secure with fixings (12) – the M8 x 50 bolts,  
washers and 13mm nuts.

4 Fig.

3.	 Place the support blocks (10) on top of the clamp  
rails (4) ready to mount the bench tops.

Note: The two front support blocks differ from the two 
rear blocks. The two front blocks have a locating lug 
(10.1) that must be pushed into the appropriate hole  
in the clamp rail (4).
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7.3	 Bench Top

5 Fig.

1.	 Place the bench tops in position as illustrated.

2.	 Using a No.2 cross slot screwdriver attach  
the benchtops to the clamp rails with fixings (13) – 
four M6 X 63 screws and washers.

7. Assembly Instructions
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EN
Store the workbench in a clean and dry location, out of 
direct sunlight and out of reach off children.
Important: DO NOT store heavy loads on the workbench 
for extended periods.
For spare parts, servicing, and repair and replacement 
options, please contact the Draper Tools Product 
Helpline for details of your nearest authorised agent.
Draper Tools will endeavour to hold any spare parts,  
if applicable, for seven years from the date that it sells 
the final matching stock item.

Any servicing or repairs carried out by unauthorised 
personnel or installation of spare parts not supplied by 
Draper Tools will invalidate your warranty.
At the end of its working life, dispose of the product 
responsibly and in line with local regulations.  
Recycle where possible.

8. Storage, Spares and Disposal

9. Explanation of Symbols

Read the instruction manual
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Draper Tools 
Draper Tools Limited
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UK

Website: drapertools.com
Email: sales@drapertools.com

Product Helpline: +44 (0) 23 8049 4344
Telephone Sales Desk: +44 (0) 23 8049 4333
General Enquiries: +44 (0) 23 8026 6355

Please contact the Draper Tools Product Helpline for repair and servicing enquiries.


