@ 01509 500500

TO PLACE AN ORDER

Item No | MODEL

08947

ASSEMBLED &
TESTED BY
SIP IN THE UK

08947 p

Sip

STANDARD
SILVER

WARRANTY |

KOHLER

IN POWER. SINCE 1920.

3 YEAR

ENGINE WARRANTY

PREMIER QUALITY

IDEAL FOR
FARMING &
CONTRACTOR
USE

POWERED by

2 year engine warranty

Honda" GP Engines

POWERED by

HONDA .

3 year engine warranty

IDEAL FOR
FARMING &
CONTRACTOR
USE

GEARBOX DRIVEN PUMP
50% REDUCED PUMP SPEED

Gearbox reduces the pump speed resulting in less wear
and tear and prolonged life

*Sucks Water (Low Pressure Priming Necessary)

PUMPTYPE ENGINE g LANCETYPE EXVAT  INCUAT
| SIP PP750/150WM SIP Axal Thp - 207CC (Kohler) | 2175psi (150bar) |  570itr/hr Heavy-duty £599.99 YL
SIP PP660/165WM SIP Axial Thp - 207CC (Kohler) | 2393psi (165bar) | 660ffr/hr 1omir | Upto 2mtr® Heavy-duty £749.99 [ggi:EELE]
SIP TPHGP570/150 COMET Auial GP160 - 163CC (Honda) | 275psi (150bar) |  S70ite/hr Bmtr Heavy-duty
SIP TPHGP660/165 COMET Axial GP200 - 196CC (Honda) | 2393psi (165bar) B60ttr/hr Bmtr | Upto 2mtr* Heavy-duty
 SIP TPHGP760/190 SIPCrankshat | GP200-196CC (Honda) | 2760psi(190bar) |  7s6ltr/hr | lomtr | - | Heawy-duty
SIP PP660/165 COMET Axial GXI60 - 163CC (Honda) | 2393psi (165bar) | 660Mr/hr mtr | Upto 2mtr” Heavy-duty £879.99
SIP PP760/190 SIP Crankshat GX200-196CC (Honda) | 2760psi (190bar) | 75Bltr/hr 10mtr Heavy-duty £899.99 WAIEEE!
SIP PP960/210 COMET Crankshaft | GX340 - 340CC (Honda) | 3045psi (210bar) | 960Mr/hr 1omtr | Upto2mtr | Dualwith end protector | | £1499,99 IREETEEEE
| SIP PP960/280 COMET Crankshaft | GX390 - 389CC (Honda) | 4005psi (276bar) | 960ltr/hr 1omtr | Upto2mtr* | Dual with end protector £1599.99 ik
SIP PPG680/210 | SIP Gearbox/Crankshaft | 6X200-196CC (Honda) | 3000psi (207bar) | 676itr/r | 9mtr Heavy-duty + nozzes || £999,99 [EaIEbEY

Euro 5 Compliant Engines to meet emissions directive for non-road mobile machinery



