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SIP PROFESSIONAL
WELDING GENERATORS - KOHLER® POWERED

Product features and benefits:

= KOHLER" 14hp OHV engine

- Castiron cylinder liners

- Splash-fed lubrication system
- Dinse socket connection

- DC Welding: Allows for the use of
specialist electrodes for ferrous
and non-ferrous metals

Item No

SIP P200W-AC

W
PR

SIP WELDINGWIRE - o~ -
SEE PAGE 74 FoR PRICES & B

KOHLER.

IN POWER. SINCE 1920.

3 YEAR

ENGINE WARRANTY

PREMIER QUALITY

ENGINE
OUTPUT CURRENT

KOHLER™ 14 HP OHV

AC

WELDING POWER

60 - 2004

APPROX. WELD THICKNESS
ELECTRODE SIZE

1.5- Bmm
1.6.- 5mm

GENERATOR OUTPUT

TRVA

FIE TRHR EAERLIY
APPROX. RUNTIME (FULL LOAD)

Taltr
28hrs

Product features and benefits:

- HONDA™ GX OHV engine

- Castiron cylinder liners

- Splash-fed lubrication system
- Dinse socket connection

- DC Welding: Allows for the use of
specialist electrodes for ferrous
and non-ferrous metals

DON'T FORGET...

SIP1Litre
Advanced
Engine 0il

ttem No: 02419

£6.39 HEWAT

ftem No |
MODEL

£1599.99
£1919,

ASSEMBLED &
*
99 T * o SIP IN THE UK

POWERED by

HONDA .

3 year engine warranty

PETROL

g
POWERED

SIP IN THE UK

OUTPUT CURRENT
WELDING POWER

APPROX. WELD THICKNESS

AL
GENERATOR OUTPUT

FUEL TANK CAPACITY

APPROX. RUNTIME (FULL LOAD)

SIP P200W-AC SIP P200W-AC ES SIP P200W-DC SIP P200W-DC ES
HONDA™ GX390 OHY HONDA™ GX390 OHY HONDA™ GX390 OHV HONDA™ GX330 OHV
AC i 0C 0C
60 - 2004 60- 2004 50 - 2004 50-200A
15 - Bmm 15-8mm 15- Bmm 15- 8mm
16 - 5mm 16 - 5mm 16 - 5mm 16 - 5mm
TRVA THVA aKUA aKUA
T3l 73ltr Taltr T3itr
2.45hrs 2._45hrs 2.4_15h_rs 2A45hrs
ELECTRIC START - ELECTRIC START

INC. VAT

£1799.99
£2159.99

£2099.99
£2519.99

£2199.99
£2639.99

Euro 5 Compliant Engines to meet emissions directive for non-road mobile machinery

£2499.99
£2999.99




